
Scope of work summary and Photos for Bisellia Primary School              
GPS Coordinates: 7.765661 N, 27.705422 E 

 
                                                                                                                                                                      
Site location: Bisellia Primary School,  
Payam: Bisellia Payam 
County: Wau  
State: Western Bahr El Ghazal  
Date: 22nd November 2023 

Payam Boma Project Site Agreed Project Main Classroom Block.           
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Rehabilitation of 
Bisellia Primary 
School main 

classrooms block. 

• Clear the site ready as stated in the BOQ. 
• Dismantle the existing roof cover, roof structure and the over 

beam wall to the ring beam level and reconstruct new ring 
beam, over beam wall to the gable size. 

• Replace new roof structure; Trusses, Rafters and Purlins and 
cover/sheets (recommended color) for the Main classrooms 
block. 

• Construct parapet wall at the two gable ends. 

• Hack out the existing floor for the entire floor area. 

• Cut away and dispose of the existing debris and the weak 
floor at the entire floor area as directed by the site 
Engineer. 

• Cast 100mm thick slab and 50mm thick screed for total area. 

• Reinstallation of gypsum Ceiling for 02 offices.  

• Supply and install additional 08 Steel verandah posts.  

• Repair/plaster minor damaged sections on the internal and 
external wall  

• Beam filling the open space above the beam to the roof.  

• Plaster the external wall. 

• 25mm thick rendered skirting.   

• Construct 02 easy access ramps with handrails to the main 
school block and 02 steps.  

• Construct splash apron to the Main Classrooms block. 

• Install/replace 07 metallic doors and 30 windows.  

• Hack out the 04 existing chalkboard and reconstruct 04 
blackboard on the classrooms wall. 

• Paint all the 04 chalkboards as directed by the engineer. 

• Repair minor spots/damages on the soffit. 

• Paint all RHS poles supporting the verandah. 

• Finish all the doors and windows reveals.    

• Fixing of wooden Fascia board and apply coats of paint as per 
the BOQ.  

• Install rainwater harvest gutter and down pipes. 

• Repaint all the internal and external wall and skirting. 

    06 Stances Latrine Block. 



   Rehabilitation of 
Bisellia Primary 
School Latrine 

block 

• Clear the site ready as stated in the BOQ. 
• Dismantle the existing roof cover and roof structure. 

• Replace new roof structure; Rafters and Purlins and 
cover/sheets for the latrine block. 

• Construct parapet wall. 

• Hack out the existing floor for the entire floor area. 

• Cut away and dispose of the existing debris at the 
entire floor area as directed by the site Engineer. 

• 25mm thick screed for total floor area. 

• Repair the damaged sections on the internal and external 
wall.  

• Plaster the external wall including the curtain wall. 

• Correct the footrest and drop holes.  

• Construct 02 easy access ramps with handrails.  

• Construct splash apron. 

• Install/replace 06 metallic doors and 06 ventilations with 
louvers.  

• Install rainwater harvest gutter and connect to 500 L Plastic 
storage tank (TOP Tank) 

• Construct 500cm height tank base.   

• Excavate the soak away pit as per the BOQ specs.   

• Connect the wastewater pipe to the soak away pit. 

• Repaint all the internal and external walls including curtain 
and skirting. 

 

  

            Photo 1.1 Bisellia Primary School main classrooms block. 

  
Photo 1.2 Bisellia Primary School existing Latrine block. 



                                                                                                           

  


